
Waste water free of faeces
Wastewater lifting station – underground installation

Item number: 620492

Sinkamat-K mono

Product information for the product group

ACO Product benefits

■ Quick-release coupling for toolless installa-
tion/dismantling of the pump

■ Optional waterproof concrete waterproof-
ing possible

■ Several connection options available

■ Top section optionally with frame size

□ 198 x 198 mm or

□ 360 x 300 mm (telescopically height-
adjustable)

■ Optional cover for selectable surface and
odour trap

■ Area of application

□ For underfloor installation in frost free
rooms below the flood level, e.g. in
basement, hobby and laundry rooms

□ For domestic non-faecal wastewater,
e.g. from showers, washbasins, etc.

■ Housing made out of polyethylene

■ With 3 inlet sockets DN 100

■ With height-adjustable top sections

□ With telescopic height-adjustability:
30 – 70 mm

■ Motor housing and shaft made of stain-
less steel

■ Pump housing and impeller plastic

■ Mechanical seal between pump housing
and motor

■ With 10 m connection cable and earth-
ed safety plug

■ With ball float switch

■ With integrated non-return flap R 1¼"

■ Pressure connection to EN ISO 15493

□ PVC-U; 50‑40-R 1¼"

■ Tested in accordance with EN 12050-2
(non-faecal wastewater)
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Waste water free of faeces
Wastewater lifting station – underground installation

Item number: 620492

Item Technical Data 620492

Type Description Motor power

Pow-
er con-

sumption Voltage
Rev

count
Parti-

cal size
Total

volume
Usable
volume Weight  

    P1 P2          
Inlet

height Z1    

    [kW] [kW] [A] [V] [r/min] [mm] [l] [l] [kg]  

50/2-
K mono

■ Top
section

□ Frame
di-

men-
sions:
360 x

300 mm

□ For
cus-

tomer
choice
of sur-
face

□ With
foul
air

trap

□ With
slot
grat-
ing

- Frame
di-

men-
sions:
150

x
150 mm

- Load
class:
K 3

0.85 0.43 3.7 230 2800 10 70 15 20 12
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Dimensions
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Waste water free of faeces
Wastewater lifting station – underground installation

Item number: 620492

Performance parameters

Type
Delivery

head Delivery flow Q with overall delivery head H Media temperature

    2 m 3 m 4 m 5 m 6 m 7 m 8 m 9 m Normal
Maxi-
mum

  [m] [l/s] [l/s] [l/s] [l/s] [l/s] [l/s] [l/s] [l/s] [°C] [°C]

50/2-
K mono 2 – 8.7 3.65 3.35 3.02 2.68 2.3 1.82 1.25 0.6 40 70

Accessories

Description Used with Weight PU
Item

number

[kg] [piece]

Extension part
■ With lip seal

■ Graduated height adjustment every
116 mm

□ For Sinkamat-K maximum 2 extension
pieces may be mounted

□ For top section: 360 x 300mm

□ For Triplex-K, Quatrix-K and Muli-UF
maximum 1 extension pieces may be
mounted

■ Backflow stops for installation in the
floor plate

■ Sinkamat-K

■ Muli-UF (underfloor)

■ Quatrix-K

3.4 1 620381

Pressure line set 50 mm diam.
■ 5 m pressure tube ext. diam. 50 (ID 42)

with 1 ¼" PVC adaptor socket

■ Max. pressure: 6 bar

■ Sinkamat-K (underfloor)

□ Mono

□ Duo

■ Muli-UF (underground)

4.0 1 620493

 

You can find further accessories under  ➔ https://www.buildingdrainage.aco/search/?q=620492
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