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Declaration of Performance refer to CPR 305/2011  ED / G1 / 1001 

1. DoP Reference Number ED / P1 / 1013 

2. Product Description  ACO Drain Deckline P100 

3. Product Specification  
(Numbers or Specification of the product) 

Drainage channel made of polimerconcete,  
dimensions: L=100cm; B= 172 mm; H=60mm; 
with edges made of polimerconcete;  
gratings made of galvanized steel, stainless steel,  cast iron, plastic 
(PP or PA) 

4. Intended use Drainage channel Type I for collection and conveyance of surface 
water from areas subject to pedestrian and/or traffic 

5. Manufacturer 
 
Production plant 

ACO Elementy Budowlane Sp. z o.o. 
Łajski, ul. Fabryczna  5, PL-05-119 Legionowo, Poland 

ACO Elementy Budowlane Sp. z o.o. 
Łajski, ul. Fabryczna  5, PL-05-119 Legionowo, Poland 

ACO Severin Ahlmann GmbH & KG 
Am Ahlmannkai, D-24782 Büdelsdorf, Germany 

6. Authorised Representative Not Applicable 

7. Assessment and verification of constancy of 
performance 

System 3 

8. Relevant Harmonized Standard EN 1433:2002 

9. First year of CE Marking 2016 

10. Notified Body that performed Type Test 0824  Materialprüfinstitut Nord 

11. Type Test Report Reference No. 90170 

12. Essential characteristics Characteristics Performance declared 

 Load bearing capacity A15 to C250* 

 Water-Tightness pass 

 Durability pass 

 *depending on grating used and installation detail, installation in accordance with manufacturer’s 

installation guide 

13. Specific technical documentation Installation guide 

The performance of the product (s) identified in point 2 and 3 is in conformity with the declared performance in point 12. This 
declaration of performance is issued under the sole responsibility of the manufacturer identified in point 5. Signed for and on behalf of 
the Manufacturer by 

 
Legionowo, 20.10.2016 r.,  Tomasz Wołczyński  – Proxy 


